
HAND-OPERATED GREASE TRANSFER PUMPS126126

Portable manual lever-operated
grease transfer pumps.
Each cycle of the lever delivers 50 g
of grease. Practical and handy, 
they are used for filling gearcases,
casings, hand-operated grease
guns. They enable easy changing of
the grease container (drums or
bucket) and are equipped with a
grease follower plate that protects
the lubricant and ensures positive
priming.

Transfer in
drums

Filling central
greasing system

portable
for drums 16 - 30 kg

Pump

Drum cover

Follower plate

1/2” hose

Dispenser

Quick connect
coupling

Art. 60410

Art. 60411

Art. 60410
Portable hand-operated grease transfer pump for drums
of 16 - 30 kg, with external ø from 255 mm to 300 mm,
equipped with:
- hand-operated transfer pump
- drum cover ø 310 mm
- grease follower plate ø 310 mm
- 1/2” - 2 m hose
- dispenser with rigid terminal 

Art. 60450
Female quick connector complete with check valve
- 1/4” F thread for filling central greasing system

Art. 60451
Male quick connector complete with check valve
- 1/4” F thread for filling central greasing system

No. 1 packing     m 3 0,040           kg 6,7

Art. 60411
Portable hand-operated grease transfer pump for drums
of 16 - 30 kg, with external ø from 270 mm to 330 mm,
equipped with:
- hand-operated transfer pump
- drum cover ø 337 mm
- grease follower plate ø 310 mm
- 1/2” - 2 m hose
- dispenser with rigid terminal 

ø from 270 to 330 mm

ø from 255 to 300 mm

No. 1 packing     m 3 0,030           kg 6
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