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INTERNAL 
DIAMETER

PTFE WALL 
THICKNESS

OUTER
DIAMETER

WEIGHT PER 
UNIT LENGHT

M I N I M U M 
BEND RADIUS

MAXIMUM
WP

MINIMUM
BP

VACUUM

Nominal mm inch mm inch mm inch gr/mt Lbs/ft mm inch bar psi bar psi In/HG

1/8 3.20 0.126 0.9 0.035 6.30 0.248 65 0.044 25 0.984 275 3989 1100 15954 28

3/16 4.80 0.189 0.9 0.035 7.80 0.307 90 0.060 35 1.378 205 2973 820 11893 28

1/4 6.35 0.250 0.9 0.035 9.40 0.370 110 0.074 45 1.772 180 2611 720 10443 28

5/16 7.90 0.311 0.9 0.035 11.20 0.441 145 0.097 50 1.969 155 2248 620 8992 28

3/8 9.50 0.374 0.9 0.035 12.80 0.504 170 0.114 60 2.362 140 2031 560 8122 28

13/32 10.30 0.406 0.9 0.035 13.60 0.535 185 0.124 70 2.756 135 1958 540 7832 28

1/2 12.70 0.500 0.9 0.035 16.00 0.630 240 0.161 90 3.543 125 1813 500 7252 28

5/8 15.90 0.626 1.0 0.039 19.80 0.779 310 0.208 120 4.724 105 1523 420 6092 28

3/4 19.00 0.748 1.0 0.039 22.50 0.886 380 0.255 190 7.480 95 1378 380 5511 28

7/8 22.20 0.874 1.1 0.043 26.00 1.024 425 0.286 250 9.843 75 1088 300 4351 12

1 25.40 1.000 1.1 0.043 29.40 1.157 500 0.336 270 10.630 67 972 268 3887 12
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Ma ximum Work ing Pressures ca lcu la ted us ing a Safe t y Fac tor  of  4 |  To guarantee qual i ty  and rel iabi l i ty  of  our products,  al l  PTFE 
inner cores are tested under pressure.

HOSE CONSTRUCTION:
Extruded inner core made of natural  PTFE 
cer t i f ied in accordance with RoHS Direct ive 
and U.S.  Federal  Food and Drug Administra-
t ion’s (FDA) Regulat ion 21 CFR 177.1550.
Premium choice mater ials and advanced te-
chnology guarantee high f lexibi l i ty  and mi-
nimum porosity.  Outside reinforcement:  AISI 
304L wire braid with high tensi le strength.

OPTIONS:
Customized inner core construct ion (sizes,  thickness).  Inner core made of black 
ant istat ic PTFE when electr ical ly  resist ive f luids are transferred at  high f low ra-
tes.  Hoses with inner cores made of other f luoroplast ics (e.g.  FEP,  PFA).  Outside 
reinforcements:  AISI  316 -  text i le  braids (e.g.  aramid,  polypropylene or  polyester).  Ad-
dit ional  reinforcements for  superior  performances.  Special  jacket made of thermo-
plast ics (e.g.  Polyurethane,  PA11,  PA12,  Hytrel ,  PVC),  s i l icone or  wrapped rubbers.

APPLICATIONS:
Chemical ,  petrochemical ,  paints ,  inks ,  glues and adhesives ,  foodstuffs ,  brake oi ls ,  fuels , 
hydraulic oi ls ,  s team, gases,  detergents ,  refr igerants and any application focused on the 
transfer  of  f luids and gases under cr i t ical  usage conditions and in severe environments.
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Values and coeff icients contained in this sheet are for  information only and shal l  in  no event be held to consti tute or  imply any warranty,  under taking,  express or  impl ied commit -
ment.  No l iabi l i ty  whatsoever can be accepted by ITG SRL with respect to difference to the values repor ted in the tables or  misuse by the Customer of  the product.


