
DI

DESCRIZIONE:

FILE:

CODICE:

FOGLIODATA: 30/10/17

...\Prodotti\Manipolatori\Mdb - JP\Versioni\PJP-010-296-000.cdr

PJP-010-296-000
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Manipolatore a 2 assi JP, 230 ÷ 550 mA
con 2 pulsanti, uomo presente e roller
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programming and
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LEDs

Minifit jr. 14 pins
MOLEX type connector

for power supply,
inputs and outputs

Main features:

Outputs range:  230 ÷ 550 mA
PWM frequency: 100 Hz
Outputs curves: linear
Input 1 used as Deadman trigger

NOTE: to enable deadman input, please connect red wire from handle to Fault output 
(orange cable) from pin no. 10 and connect black wire from handle to Deadman trigger input 
(yellow cable) from pin no. 9
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CABLE 
(type 000)

PWM Direction XB

Positive
supply 10 to 30 Vdc
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supply

Common negative X
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Bypass output

PWM Direction YB

PWM Direction XA

PWM Direction YA

Deadman trigger input
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Connections example

BATTERY
12V

B
la

ck

G
re

e
n

R
e

d

78L0578L05

100 nF
63V

Red

Black

Yellow

Roller wires

P3P2

P5 P6 Yellow

N
e

ro

V
e

rd
e

R
o

ss
o

ingresso roller (M8)

ALIROL

100 nF

7805
Vcc +

--

S S

Red

Black

Roller cables

P2 - RED - low

P3 - RED - low

P5 - RED - low

P6 - RED - low
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