
 
 

MIGNON  
for air compressors  

 

Technical characteristics  
 

Code  
aluminium base 
(number of ways)  Ø ways  

decompression 
valve*  switch  

min. 
pressure  

max. 
pressure  pressure range  terminals  size  

PM  1,2,3,4  
1/4"(standard)-
1/4NPT  brass-plastic  

on-off reset 
button on cover  4 bar  12 bar  

fixed - 2 bar (standard) 
adjustable - 2,5 bar  clamps  

mm.80x50x125 
gr.300  

Order example  

PM  1V  NTP  VRP     6/8 bar+              

MIGNON with 1 way aluminium base 1/4 NPT-delayed plastic valve- set 6/8 bar  
 

Electrical Details  
 

VOLT AMP. HZ.  CONTACTS  

            

380  20  50/60 2 poles  
 

   

 

   

* DECOMPRESSION VALVES  



CODE  MATERIAL  FIXING  Ø TUBE  WORKING  

VNO  Brass  Screw  plastic or brass Ø 6mm  immediate  

VNO TW  Brass  Screw  plastic or brass Ø 1/4"  immediate  

VNP  plastic  fast connection  plastic Ø 6mm  immediate  

VRO  Brass  Screw  brass Ø 6mm  1,8 bar  

VRO TW  Brass  Screw  plastic or brass Ø 1/4"  1,8 bar  

VRP  plastic  fast connection  plastic Ø 6mm  1,8 bar  

VRPBLU  plastic  fast connection  plastic Ø 6mm  2,4 bar  
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